


The Profoto D4 represents the state-of-the-art in electronic �ash. The familiarity of
knobs and buttons with the reliability and consistency only digital technology can
deliver. The D4 features four independently controlled sockets acting together to 
produce more control than available on any other �ash system today.

The D4 offers many tools to assist photographers in the creating of images, without
overwhelming the user with bells and whistles or ��uff� that confuse and unnecessarily
complicate the system. Our goal has always been to give photographers tools to create
outstanding images, in a simple, straightforward way. The Profoto D4 brings lighting
to a whole new level.

� Johan Nicander
Director, Product Development



The unique ergonomic design combines the positive feel 
of mechanical knobs and switches with the precision of
electronic technologies. This combination allows for precise
control in 1/10 f-stop increments, all with digitally-controlled
output, insuring that flash and colour temperature remain
consistent every time.

Four independent outlets provide true asymmetric operation
with the turn of a dial. Working with one D4 generator is 
like using four separate �ash packs. Over an 8 f/stop range, 
the Profoto D4 gives photographers the ability to adjust the
light from the control panel, without the need for unplugging 
and re-plugging lamp heads. All this control while being 
compatible to a comprehensive array of Profoto heads and
the huge range of Profoto accessories.

Auxiliary functions such as sequence, delay and intervalometer,
make tricky lighting setups simple. With these features,
photographers can select the number of �ashes, the amount
of time between each �ash, as well as an initial delay, all
from the generator in a straightforward way.

The Profoto D4 comes supplied with a software package 
that provides full control of up to 127generators from a 
single computer via USB connections. So whether shooting
�lm or digital, the entire production can be orchestrated
from one place. Adjusting power, modeling light, 
as well as the auxiliary functions can be completed with the
click of a mouse. Individual lamp heads can be turned 
on/off right from the computer screen. Control has never 
been simpler.

Profoto D4 � Generators D4
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� 3 generators 1200, 2400 or 4800 Ws
� Four individually controlled full asymmetric 

adjustable lamp connections
� Direct control of all functions
� 8 f-stop power range for precise control in 

1/10 f-stop increments
� Unique ergonomic design
� Highest power stability from �ash-to-�ash; 

no f-stop shifts
� Constant colour temperature �ash-to-�ash and over 

the entire power range � regardless of the number of 
�ash heads used

� Innovative special functions, all logically controlled
� Optimal, repeatable results with analogue 

AND digital photography
� Comfortable computer control via USB connection
� Extensive range of lightshaping tools and accessories
� Optional wireless synchronisation by digital radio signals

The Profoto D4 is a culmination of over a decade of research,
planning, and development, offering photographers a complete
professional lighting system capable of results no other �ash
system can achieve. The perfect blend of tradition with modern
technology and microelectronics, this hybrid solution offers
features and advantages that all professionals can bene�t
from.The D4 products are the most universal flash devices
yet produced by Profoto.

Profoto D4 Flash Generators Offer:
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1: Mains connection 
D4 generators work at 90-130V/180-240V 50/60Hz.

2: Indicator for mains connection

3: On/Standby button

4: Sync sockets
The Profoto D4 uses  two 6.3mm (1/4�) �phono� sync sockets, so your
�ash meter and camera can be connected simultaneously 
without  having to unplug one for the other. 

5: Photo/IR-cell

6: Photo/IR-cell On/Off button
On/off for the built-in photocell. 
Sensitive also for IR-signals.

7: Auxiliary functions button
When holding down this button you get
access to 4 additional features which
are displayed in the power displays (10):

A. Interval � Set the time between the 
�ashes. Intervals of from 0.1-60 
seconds are possible between �ashes.

B. Sequence � Select a number of �ashes. 
2-60 �ashes can be programmed.

C. Delay � Delay the triggering of the �ash 
with very high precision. Delay can be 
set from 0.01-60 seconds.

D. Radio channel and zones. Optional 32 
channel/4 zone digital wireless freedom 
module eliminates the need for 
sync cords.

8: Auxiliary function display
Shows the activated auxiliary 
function(s).

9: Lamp head sockets
Special arc-proof connectors provide 
safety while ensuring maximum 
performance and ultimate reliability.

10: Power displays
Shows the power output for each head in
a user-selectable format of either f-stops
or watt seconds. Can be toggled back
and forth with the single touch of a button.

11: Ws/f-stop and Memory save/recall  button
Toggle between showing power used in Watt seconds or 
in f-stops. 3 memory presets allow you to record commonly 
used setups for easy duplication in the future.

12: Individual on/off �ash and model light
Model light on/off by quick push and  �ash on/off if pushed and held.

D4 Profoto D4 � Top Panel

4

a b c

d

i i

j j
l l

m

o p q

m

e

k

n

r

13: Power  dials
By rotating the dials, 1/10 f-stop adjustments are made. If the dial is depressed while rotating, full f-stop adjustments  are made, 
giving the photographer unsurpassed control, while the display reads off the changes over the entire  8-f-stop range.



14: Master button
By holding down the button while 
turning any one of the individual 
lamp head power dials, the pack will 
automatically adjust all channels 
equally. This makes overall power 
adjustments quick and easy.

15: USB  port
Controls all functions of up to 127 packs 
from a single computer. The Mac software
is supplied with the generator. 

16: Ready mode indicators

17: Ready mode button
Ready �ash status is indicated by 
different audible and optical signals.

18: Ready lamp & Test button
Illuminates when the �ash is
100% recycled.

19: Model light button
A. Max � Modeling light is on full power 

regardless of the �ash output settings.
B. Max Proportional � regardless of 

where the power is set for each 
individual lamp head on a single 
pack, the lamp head receiving the 
most power will automatically 
have max modeling light and the 
other connected heads will have 
a proportional modeling light.

C. Proportional � as the power is 
raised or lowered, the modeling light 
dims or brightens proportionally to 
show a true lighting ratio between the 
lamp heads.

D. 1/2 proportional � same as proportional,
but modeling light begins at 1/2 power. 
This is especially useful when mixing 
1200 and 2400 or 2400 and 4800 �ash 
generators on the set.

E. Off.

20: Model light indicators

21: Normal/Fast recycle switch
Switching to normal recycle draws less 
current and extends the recycling time. 
This is ideal when shooting in locations 
that have low amp fuses.

Profoto D4 �  Top Panel D4
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D4 Auxiliary display (7)
When the auxiliary button is held down, the power displays (10) will

show the four auxiliary features as described under 7.



When the light setup is created, the power ratio can
be individually controlled for each lamp head by using
any of the four separate power controls. 
For adjusting the total exposure after the correct
ratio is set, all channels (power settings) on the 
generator can be changed simultaneously by holding

down the master button and turning any one of the
lamp head controls in use. 

Making Overall Output Changes 
Fast and Easy 

The individual LED displays for each channel can be set by
the user to display the �ash power in Ws or in relative 
f-stops and always show the real output. In the Ws mode,
the display indicates the actual watt second output for each 
individual head. If you prefer, output can be expressed in 
f-stops, with 100% power being equal to 10 on the scale.
With the reduction of one f-stop in power, the display 
reads 9. Likewise, a 1/10 f-stop increase would read 9.1 
and so on. And thanks to the microprocessor-controlled 
output, you can be sure that each head will produce exactly
the amount of light you want each and every time.

Perfect Performance
Short �ash duration and fast recycling are inherent in the
design of a Profoto generator. The D4 1200 has a �ash 
duration from 1/7500 to 1/1000 sec. and recycling times
from 0.07 to 1.20 sec. The D4 2400 offers �ash durations
from 1/4500 to 1/600 sec. and recycling times from 0.09 
to 2.20 sec. The D4 4800 has a �ash duration from 1/2700 
to 1/350 sec and recycling time from 0.12 to 4.40 sec. 
In addition, from �ash to �ash and over the entire power
range, no shifts of the colour temperature or f-stop will occur 
� even if four heads are used. This guarantees accurate, 
consistent results for all analogue and digital shots. 

In the range of 90-240 V/50-60 Hz, the D4 generators will
automatically adjust themselves to the mains voltage; 
only the modeling lamps need replacing. 

Thanks to the 4 independent outputs, many jobs can be done
with just one generator � a comfortable solution for the 
�pro-on-the-go�. No matter what and where you shoot, 
with a Profoto D4 you�ll always have the ideal tool. And
because of their solid construction and the use of high quality
components, these packs are real workhorses, something
you can trust in. Profoto D4�s are true all-around generators.

D4 Profoto D4 � Generators
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Profoto D4 Generators; 1200, 2400 
and 4800 Ws

This new �ash generator from Profoto is the perfect combination
of digital precision and versatility with analogue control and
reliability. This gives you the immense possibilities of computer
technology and the logical handling of a classic instrument.
D4 generators grow with your demands. They are suited to
all kinds of sophisticated photography such as still life, interior,
people and product shots.

Advanced Functions
In producing the next generation of �ash, design goals were 
set to give the pack a look and feel of the sophisticated, 
precise working tool it was conceived to be. From its sleek
and ergonomic shape to its responsive controls, the Profoto
D4 offers microprocessor regulation for consistent output,
whether you work from the pack or control it from your computer.
Even though D4 generators offer the most advanced functions,
they are easy to use and almost self explanatory.

Full Direct Control
Designed from the ground up with the  commercial photographer
in mind, the all-new, digital Profoto D4 �ash generators set
the standard for consistency and control. The four channel
asymmetric system allows direct control of each lamp 
head. Each head is controlled by a separate knob with a 
corresponding high contrast LED panel. Simply working
with one D4 generator is effectively the same as using four
independent �ash units.

By rotating the knob, 1/10 f-stop adjustments are made. 
If the knob is pressed down while rotating, full f-stop 
adjustments give the photographer unsurpassed control 
over  an eight f-stop range. In addition, the energy can be
asymmetrically distributed over a broad range.



Imaging today requires consistency in output and colour whether shooting �lm or digital. Profoto�s unique �Hybrid Flash
Technology� ensures repeatable performance from exposure to exposure over the life of the generator.
This is made possible through the use of advanced electronics and microprocessors, combined with the time-proven
approach that has made Profoto the industry leader in electronic �ash systems.

- Technical  DaProfoto D4 � Technical Dataa D4
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Profoto D4 Technical Data
D4 1200 D4 2400 D4 4800

f-stop at 2m
(ISO 100/21°)
Magnum re�ector 90 128 180
Standard Zoom re�ector 45 064 090
Umbrella, white with 
Standard Zoom re�ector 22 032 045

Power
Power range 8 f-stops 8 f-stops 8 f-stops

(1/10 or 1/1 steps) (1/10 or 1/1steps) (1/10 or 1/1steps)
Watt seconds 9-1200 18-2400 36-4800
Power distribution 4 outlets, asymmetric (A: max. 100%, B: max. 100%, C: max. 50%, D: max 25%)
Max. modeling light 4x500W 4x500W 4x500W

Flash duration (t 0,5)
Min. 1/ 7500 sec. 1/4500 sec. 1/2700 sec.
Max. 1/1000 sec. 1/600 sec. 1/350 sec.

Flash recycling
(117V/60Hz a. 230V/50Hz)
Min. 0.07 sec. 0.09 sec. 0.12 sec.
Max. 1.20 sec. 2.20 sec. 4.40 sec.

Stability
Voltage –0,4% –0,4% –0,4%
Power better than –0,8% better than–0,8% better than–0,8%

(equivalent to 1/100 f-stop) (equivalent to 1/100 f-stop) equivalent to 1/100 f-stop)

Colour temperature
(total power range) better than –150”K better than –150”K  better than –150”K

Measurements 11.4"x11"x7.9" 12.6"x11"x7.9" 14"x11"x7.9"
29x28x20cm* 32x28x20cm* 36x28x20cm*

Weight 22 lb. / 10kg 25.4 lb. / 11.5kg 29.8 lb. / 13.5kg

Miscellaneous Automatic voltage-adjustment 90-240V/50-60Hz, USB connection (Software included), fast/slow 
recycling mode, 2x6.33mm (1/4") synch inlets, integrated IR-sensible photocell. 
Optional with integrated radio slave receiver. 

Auxiliary functions: Sequence, Interval and Delay.

* incl. handles





Digital imaging offers many advantages to the modern-day
photographer. The immediate feedback and satisfaction of
seeing the image on the screen moments after the camera is
�red allows the photographer to know instantly whether or
not the goal has been achieved.

Colour Stability
With this reward comes additional responsibilities. With the
photographer now producing a �le, once the responsibility
of a scanning service lab, they must also do everything 

Profoto D4 � Ultimate Consistancy D4

D4 | Profoto D4 & Digital Photography

In today�s high-tech, precise world, many clients and 
photographers are looking for more. Digital photography
takes the guesswork away from a technician and puts the
responsibility back on the photographer�s shoulders.

F-stop Stability
With multi-shot digital cameras, using either a moving CCD
or rotating �lter to shoot three or more consecutive images,
which are later compiled by the computer to create a single
colour image, consistency from �ash-to-�ash is critical.

These cameras capture red, green,
and blue as separate layers to 
create the full-colour image.
Should one of the exposures vary 
in density, the correct colour 
will not be achieved when the 
computer generates the �nal �le.

With single-shot digital cameras,
pixels on the sensor are coloured
using red, green, and blue dyes.
Therefore during a single exposure
incomplete colour data is recorded.
When the computer processes 
the data it makes judgments 
(�interpolation�) based on the
information provided and �lls in the
blanks. Consistency in output and
colour temperature from exposure
to exposure is the only way to
ensure high quality digital images.

Consistency From 
All Heads

Some high-quality �ash systems
can achieve this when using only
one head at a time. Problems 
arise when multiple heads are 
used asymmetrically during the
same exposure. The new Profoto D4
uses hybrid technologies and the
latest advances in microprocessor
design to ensure  that light output
and colour remain constant �ash-to-

�ash, day-to -day, year-to-year, regardless of the number of
heads used and over the entire power range.

Advanced Computer 
Control

With the D4, all the operations of up to 127 packs can be
controlled through a single computer, all with the click of a
mouse using a menu designed like the top panel of the generator.

Digital Photography
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possible to achieve accurate and consistent colour for their
clients. Whether images will be used in a catalogue, with
several others on the same page, or in a fashion layout, 
accuracy and repeatability of colour is a must. With scanning,
the operator was able to make adjustments to maintain 
consistency from image to image. Since the technician was
usually not present during the photo shoot, they used their
interpretation and experience to judge the colour. 

9



Advanced Auxiliary Functions
Today, with many photographers shooting digitally, camera
controls are often just a mouse click away, working from the
keyboard rather than the tripod. The new �Profoto Studio�
software offers the same convenience taking control to a
new level. From your computer, all of the Profoto D4 controls
are accessible in exactly the same way as if you had your

The relative f-stop�s value is shown as a value between 
3.0-10.0. With 100 percent power being equal to 10, with the
reduction of one f-stop in power the display becomes 9. 
An f-stop increase of 1/10 will be displayed as 9.1, 9.2,
etc. Each channel can be named individually. A click on the
�Auxiliary� tab gives access to all special functions.   

Total Control
After clicking on the �Individual� tab, each pack connected 
to the computer can be selected separately. With a click 
on the �All� tab, up to 127 packs can be controlled 
simultaneously, or in different groups after clicking on the
�Group� tab. This means that you can make one group 
for the light bank, one for the background light, etc. 
The generators are connected to a computer using standard
USB connections and HUB�s. 

On/Off for the Built-in Photocell
The Profoto D4 uses two 6.3 mm (1/4�) �phono� synch sockets,
so your flash meter and camera can be connected 
simultaneously without having to unplug one for the other.
Also, in situations where �hardwiring� is preferred over
white light slave or digital radio slaves, the second synch 
outlet can be used to �Daisy Chain� the units together.  

Slave/Radio

D4 Profoto D4 � Computer Control Panel
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Each channel shows the output in Ws and in a relative 
f-stop. In the Ws mode, the display indicates the actual
watt-second output for each individual head. 

Allows the photographer to select between built-in photo
slave or optional  32 channel/4 quad triggering zone.

hands on the control panel. Raise and lower power, turn on
individual heads, change modeling light settings as well as
setting auxiliary functions. In addition, it�s also possible to
change the settings of all or individually grouped D4�s and 
to save an almost unlimited number of different lighting 
setups. Precise control has never been simpler.

Power Indicator Display



Fires the �ash manually. The button also serves as the ready
light indicator, visually showing when the �ash is 100% recycled.

Modeling Light Controls

Ready Light 5. 1/2 Proportional 
Same as proportional, but modeling light begins at 1/2
power. This is especially useful when mixing 1200 and 2400
�ash generators on the set.  

Fast/Normal Recycle

Profoto D4 � Computer Control Panel D4
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Designed from the ground up with the commercial 
photographer in mind,the Profoto D4 offers automatic,
proportional modeling lights proportionality at the touch 
of a button. Each of the four lamp head connections has
independent modeling light control, but the ability to turn
each individual modeling light off from the pack is only the
start. There are �ve different unique settings for the 
modeling lights: 

1. Smart Max Proportional 
Regardless of where the power is set for each individual 
generator, if several D4 generators are used, the heads of the 
generator working with most power will automatically have
max. proportional modeling lights, and the heads of subsequent
generators will show the output ratio proportional to it. 

2. Max Proportional 
Regardless of where the power is set for each individual lamp
head on a single pack, the lamp head receiving the most power
will automatically have a full power modeling light, and 
subsequent heads will show the output ratio proportional to it.

3. Max 
Modeling light is on full power regardless of the �ash output
settings.

4. Proportional
As the power is raised or lowered, the modeling light dims 
or brightens proportionally to show a true lighting ratio
between the lamp heads.

Switching to normal recycle draws less current and extends
the recycling time. This is ideal when shooting at locations
that have low amp fuses.

Power Indicator Display
Controls the On/Standby function of the packs from the 
computer. 

Master Power Control

Often the fine-tuning of lights requires an overall power
adjustment. With conventional �ash generators, raising 
the power of all individual channels would require the 
photographer to manually adjust each channel individually
by the same amount. With the new Profoto D4, the Master
Power control button makes overall power adjustments
quick and easy. Using the sophisticated software, it�s also
possible to adjust the power of all or different groups of D4
connected to a computer at the same time.

Memory Recall

Three presets allow you to record commonly used set-ups
directly in the generator�s memory for easy duplication in
the future. By locking-in all of the settings, the Profoto D4
remembers individual head power settings, modeling light
settings, as well as auxiliary features, like sequence and
delay. It stores them safely until you recall them for use or
erase them. In addition, after turning off and/or disconnecting
the generator from the mains, the last settings are stored
automatically. If the generator(s) are controlled via 
a computer, only the computer memory limits the possible
number of recorded set-ups.

Allows the photographer to select the type of visual and/or
acoustical indication desired when the pack is fully charged.

Test Button



PocketWizard Wireless Freedom
PocketWizard Digital Wireless Freedom is a system of 
professional photographic products, which incorporate a
compatible digital radio system, and eliminates the need 
for a PC cord. 

Originally integrated in the Profoto Acute2R generator, digital
wireless freedom is taken to a whole new level with the
Profoto D4 R. Full 32 channel/4 zone triggering offers 
photographers creativity and control with a new simpli�ed
interface.The Profoto D4 is available with a receiver capable
of �ring the pack under any condition. With an effective
range of 91 meters (300 feet), the digital radio system cannot
be fooled by other strobes �ring, shaded, darkened studios or
blinded by bright lights. Furthermore, since it works on a radio
frequency and not infrared, it works around corners and
through walls. Digital reliability ensures your �ash �res
every time. Selecting one of the 32 channels is as simple as
pressing the AUX button and using the MODEL/FLASH 
button for the D socket - the LED display automatically
changes from the output to the digital channel display.
Rotating the power control for the �D� socket changes the
channel. If this knob is depressed while rotating, it’s possible
to select between the 4 zones or �quads�. Fully compatible
with all 32 channels used by PocketWizard, the new Profoto
D4 can be �red using any model PocketWizard transmitter
or transceiver. You can also use the Sekonic L-358 or L-558R 
light meters with a PocketWizard transmitter module, to
�re the generator.

D4 Profoto D4 � Radio Slave
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In the Profoto D4, a combination of �time -proven� �ash technology
with newly invented designs in advanced electronics and
microcomputer technology offer total control with maximum
�exibility. The Profoto D4 offers digital precision in an 
easy-to-use package. The Profoto D4, with 4 fully controllable
outlets, is equal in �exibility to several individual symmetrical
generators.

Direct Control
Many photographers have experienced the hassles of adjusting
power by connecting the heads from outlet to outlet. Usually
powering the unit off before unplugging the head. The Profoto
D4 offers microprocessor controlled light output, all from the
control panel. You can even turn off the head, modeling light
and �ash, without the need to unplug it. The D4 directs the 
precise amount of power to the head outlet without you having
to bother moving connectors and operating switches.  And if 
it�s necessary to unplug a head, Profoto�s high-grade lamp 
connectors allow this each and every time, even if the 
generator is activated.

By operating only one power control you can achieve the
whole 8 f-stop power range from a single head. The D4 
optimises �ash duration and colour temperature parameters
for any of your given power settings or con�gurations 
automatically. The Profoto D4 is equipped with mechanical
dials to give the user a natural feeling of control when making
power adjustments that push buttons and touchpads cannot
offer. Each de�ned and audible step is con�rmed by the LED
display, which corresponds to a 1/10th f-stop, or if you push
while dialing, a full f-stop change.  All this frees your mind so
that you can concentrate on the creative parts of the job.

State-of-the-Art Technology
The easy-to-use controls make it possible to make full use 
of four power outlets, individually controlled, with a host of
other professional features, without making the unit too
complicated to use. This has always been a feature of 
Profoto equipment. In addition, the Profoto D4 offers the
non-compromised �ne tuning ability on all 4 outlets with
advanced colour temperature stabilization from �ash-to
�ash, over the entire power range and for all heads used. 
D4 also has a hybrid, high precision recharging circuit that 
is more than 1000 times more precise than conventional
techniques. This ensures fast, accurate exposures each 
and every time the unit is called into action and guarantees
the highest reliability. Sophistication inside makes the D4
simple on the outside.

Ease of Use
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Profoto D4 � Light Shaping D4

13



The new Profoto D4 is fully compatible with the existing line
of Acute Heads and the new ProHead. Furthermore, all former
Acute and, in 220-240V countries, Pro-3-5-6-7 heads can 
be used. This allows full interchangeability between the 
generators and the entire line of Profoto light shaping tools,
ensuring the very �nest quality of light possible every time
an exposure is made.

The legendary design of Profoto heads permits accessories
to be �focused�. By sliding the re�ector back and forth on
the head, the angle of light as well as the quality of the light
changes. In the narrowest position, light produced is hot 
in the center graduating off towards the ends, making 
dramatic lighting easy, even when using a large soft box.
In the widest position, light is even from the center to the
edges illuminating the area evenly. This �exibility is rarely
seen in lighting systems, but it is the basis on which  all 
Profoto light shapers and heads are designed. The Standard
Zoom Re�ector is a universal tool. It offers the functions of a
wide angle, umbrella and standard re�ector.

The heads feature circular, heavy-duty, Quartz, ozone-free
�ash tubes with frosted protection domes that surround
both the �ash tube and standard 250 watt (500W option-
ally) halogen modeling light. They provide matched and even
illumination with maximum light output efficiency. As with
all Profoto lamp heads, special �arc-proof� connectors 
provide safety while ensuring maximum performance and
ultimate reliability. All heads are supplied with a 5/8-inch
adapter to mount the units to any standard light stand.

Acute/D4Twin
90 06 78

Similar to the Profoto AcuteHead, the TwinHead offers many
of the same features.The main difference is the use of two 
U-shaped �ash tubes. The use of two separate �ash tubes
allows twice the amount of energy to be released from a single
head. The two separate power cables can be connected to
two different generators allowing up to 9600 watt seconds
of energy to be released through a single light shaping tool,
or you can get shorter recycling time. If both cables are plugged
into the same generator, shorter �ash durations are achieved. 

Unit includes: two quartz �ash tubes, 500W halogen modeling
lamp, 5m (16.4�) lamp head cable, removable, frosted glass
cover, Magnum Re�ector and plastic transportation cap.
Umbrellas can be mounted directly in the head.

D4 Profoto D4 � Flash Heads
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Acute/D4 Head 
90 06 66

Modular heads feature fan cooled operation and accept all 
Profoto light shaping tools. These heads feature heavy-duty
cables to allow for higher performance and greater reliability.
The 250 watt (500W optionally) modeling light features a
mini-can base, which is standard in professional lighting 
systems. Also included: quartz �ash tube, frosted glass cover,
5m (16.4�) lamp head cable, Standard Zoom Re�ector and
plastic transportation cap. Umbrellas can be mounted
directly in the head.

Profoto Range of Heads

Acute/D4 Ring 
33 05 13

Popular with fashion photographers for its direct and detailed
light, the ring�ash also has many applications in commercial
photography. The even wrapping of light produced by this
200mm Ø ring�ash offers a unique subtlety not found in any
other light shaping tool. The adjustable tripod mounting
bracket permits it to be used with almost any camera and
lens combination. 



ProRing Close-up Re�ector 
10 06 43

The optional close-up re�ector focuses the light at a distance
of approximately 50cm (20�) in front of the camera lens.This
provides a higher concentration of light when photographing
smaller objects while maintaining a perfectly shadowless
illumination.

Profoto D4 � Flash Heads D4
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Maximum charge is 9600 watt seconds per minute, which
equals four �ashes per minute @ 2400 watt seconds, eight
�ashes @ 1200 watt seconds, 16 �ashes @ 600 watt 
seconds, etc.

Optional accessory re�ectors expand the Ring�ash�s 
capabilities even further. Unit includes: camera mounting
bracket, 5m (16.4�) lamp head cable, glass cover plates. 

ProRing Diffuser 
10 07 84

Diffuser that snaps on directly on the Acute Ring.

ProRing Softlight Re�ector 
10 06 42

The optional PR Softlight Re�ector increases the size of the
light source to produce a softer light. Ideal for lighting people
with a direct, but soft light from the lens position, creating 
a unique omni directional illumination.

ProRing WideSoft Re�ector 
10 07 17

As above but with extra softness and a wider spread of light,
perfect for evenly illuminated and natural looking and natural
looking �ll-in �ash. The re�ector has a white coating.
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ProHead
90 07 09

Similar to the AcuteHead, the new ProHead comes with a
3.5m (9.85�) lamp head cable and a strengthened stand
adapter with removable maneuvering handle. The ProHead
is standard for the Pro-7 series, but can be used with the 
D4 generators as well.



Acute2R 1200/2400
(with radio slave module)

10� WideZoom grid 
10 06 36

Standard Zoom Re�ector
10 06 10

Magnum Re�ector
10 06 24

Wide Zoom Re�ector
10 07 11

TeleZoom Re�ector
10 07 12

Narrow Beam Re�ector
10 06 17

Narrow Beam 
Travel Re�ector

10 07 13

Disc Re�ector
10 06 54

Grid Re�ector
10 07 05

7� (18cm) Grids
5� �10 06 35
10� �10 06 34
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Filter Holder
10 07 01

Grid - and �lter holder
90 06 49

Barn Doors
10 06 71

Snoot 
10 06 51

5°, 10°, 20° Grids
10 06 46, 10 06 05, 10 06 06

10° Grid
10 06 18

Pro Tube
10 06 70

Barn Doors 
10 07 15

ComPact 300 ComPact Plus 600 Acute2 1200/2400M
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Acute/D4Head
90 06 66

Acute/D4 Twin
90 06 78
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ProTungsten

Softbox 1x3·RF
(30x90cm)

25 45 36

StripLights
S 27.6� (70cm) �10 07 35
M 51� (130cm) �10 07 36
L 74.8� (190cm) �10 07 37

Softbox 1x4·RF
(30x120cm)

25 45 24

Softbox 2x2·RF
(60x60cm)

25 45 25

Softbox 1x6·RF
(30x180cm) 

25 45 34

Glass covers

Profoto�The Light     S

ComPact Plus 1200

StickLight  10 07 38

AcuteB Head
90 09 35 

AcuteB 600/AcuteB 600R

5·(1,5m) Giant Re�ector 10 03 11, 7·(2,1m) Giant Re�ector 10 03 12, 
8·(2,5m) Giant Re�ector 10 03 13
Diffusors available (-1/3 and 1 f-stop)



Softbox 2x3·RF
(60x90cm)

25 45 26

Softgrids, masks and diffusers available.

ProRing Difuser
10 07 84

PR Softlight Re�ector
10 06 42

PR Close-Up Re�ector
10 06 43

PR WideSoft Re�ector
10 07 17

Silver Umbrella
10 06 16 � M
10 07 20 � L

Softlight Re�ector silver
10 06 07

ProGlobe
10 06 73

ZoomSpot
10 07 34

FresnelSpot
10 07 41

Barn Doors for FresnelSpot 
10 07 58

Translucent Umbrella
10 06 13 � S
10 06 14 � M

White Umbrella
10 06 11 � S
10 06 12 � M
10 07 19 � L

Softlight Re�ector white
10 06 08

ProTwin
90 07 19

Pro-B Head
90 07 25

Acute/D4 Ring
33 05 13

Hardbox
10 07 18

Grid for softlight Re�ectors 
10 06 09

Glass Disc 10 07 04

ProBox 20x30cm (7.9x11.8�)
90 05 61

Still Light XL 
60x80cm (23.6x31.5�)

10 07 39
Still Light XXL 

80x120cm (31.5x47.2�)
10 07 40Softbox 3x4·RF

(90x120cm)
25 45 27

Softbox 3·Octa
(90cm)

25 45 28

Softbox 5·Octa
(150cm)
25 45 29

Softbox 4x6·RF
(120x180cm)

25 45 35

    Shaping System

ProHead
90 07 09

MultiSpot � 10 07 33

Barn Doors  � 10 07 44
Clear Fresnel lens � 10 07 50
Iris Diaphragm � 10 07 48

85mm (3.4�) Lens � 10 07 46

D4 �1200/2400/4800 (with or without radio) 

ProRing / ProRing 2
30 05 15/30 05 17

Pro-7b Pro-7s 2400 Pro-7a 2400Pro-B2 1200
(with radio slave module) Pro-7s 1200 Pro-7a 1200



The photographer�s tools are a natural part of the 
creative process.  Like the painter�s brush,  the 
sculptor�s chisel, or the musician�s instrument, 
their form and design should re�ect their function. 
They should have the right feel, and be aesthetically
pleasing.

� Profoto founders Conny Dufgran and 
Eckhard Heine






































